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100% made in South Africa since 1977,

Shosholoza Specification:

Heavy Duty PVC Gumboot European compliant (non-lead stabilizer)

A heavy duty knee length PVC gumboot with safety toe Upper: 57 — 59 Shore A

protection offering optional anti penetration midsole made Sole: 65 — 68 Shore A, Oil & acid resistant 25part

for mining, forest, food processing and agricultural Nitrile

industries. This boot offers a hard wearing, excellent grip Sock lining: 100% polyester single jersey

and sole support. Toe Cap: Epoxy coated steel — complies with
EN12568

Compliance Midsole: Anti penetration stainless steel epoxy coated

Manufactured under Neptun Boot quality management Ankle Pad: 70 Shore A Florescent

. ; Full boot weight: 2.4 kg average
i d by SABS. Permit No 2499/3864.
system as required by ermitiNo Work boot weight: 2.2 kg average weight

Packing - 10 Boxes per carton

Full-length boots are manufactured and cut down to make All Shosholoza boots are packed 5 pairs per size
work boots Carton Size: 4 -9 (40 X 40 X 36¢cm)
Available in various colors Carton Size: 1013 (42 X 42 X 38cm)

Board grade: 175gr outer/ 160gr flute/ 140gr inner liner

FIND THE RIGHT BOOT FOR YOU

SETTING A NEW STANDARD IN SAFETY FOOTWEAR!




