
F I X E D  B E A M  A N C H O R

T h e  e a s y  t o  u s e  a n c h o r  p o i n t  i n s t a l l s  i n 
s e c o n d s  b y  s i m p l y  s l i d i n g  t h e  a d j u s t a b l e 
h o o k  e n d  d o w n  t h e  f l a n g e  o f  t h e  s t e e l 
w o r k ,  a n d  l o c k i n g  i n  p l a c e  w i t h  a  d e t e n t 
p i n .  A n y  f i n a l  a d j u s t m e n t s  c a n  b e  d o n e  b y 
r o t a t i n g  t h e  a d j u s t m e n t  h a n d l e  t o  s u i t .

The Fixed Beam Anchor has 
been developed to allow a 
worker to be secured to beams 
and provide an anchorage point 
for personal fall protection
systems

•  P o r t a b l e  a n d  L i g h t w e i g h t  a n c h o r a g e

•  E a s y  t o  i n s t a l l  -  c a n  b e  a d j u s t e d  i n 
 s e c o n d s

•  C a n  b e  u s e d  h o r i z o n t a l l y  o r  v e r t i c a l l y

•  2 2  k N  r a t e d  i n  a n y  d i r e c t i o n

•  A v a i l a b l e  t o  f i t  b e a m  f l a n g e s  u p  t o       
 9 1 . 4 4 c m  a n d  6 . 5 c m  t h i c k n e s s
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Ref.: A01FIXBTDEN Ind 0

The Fixed Beam Anchor is an anchorage connector for a 
personal fall arrest system designed to be attached to a beam. 
The Fixed Beam Anchor may be used as an end termination for all 
Capital Safety horizontal lifeline systems.

The Fixed Beam Anchor may only be installed on beams
with flanges within the adjustment range as illustrated 
below. This equipment is designed for use by persons with 
a combined weight (clothing, tools, etc.) of no more than 141kg.
The Fixed Beam Anchor is CE approved and complies with 
EN 795 Classes B & C.

Specifications: D-Ring material: Stainless Steel Hook Ends material: Aluminium Adjustment Block material: Aluminium 
Support Tube material: Plated Alloy Steel Standards: complies with CE – EN795 Classes B & C
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F I X E D  B E A M  A N C H O R

Fixed Beam Anchor models :

Models Beam Flange Sizes A I Beam Thickness B

2108412 6.35cm to 30.48cm 3.81cm

2108413 6.35cm to 45.72cm 3.81cm

2108414 6.35cm to 60.96cm 3.81cm

2108415 30.48cm to 91.44cm 6.35cm

Model 21084xx


